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AIP NETHERLANDS STANDARD ARRIVAL CHART-INSTRUMENT

MSA BASED ON EEL VOR/DME

CAUTION:

NOTES:

MAX 250 KIAS below FL 100
unless otherwise instructed

TRANSITION LEVEL BY ATC
TRANSITION ALTITUDE 3000 AMSL

ATS ROUTE
SID / STAR AS DESCRIBED
SID / STAR

AIRAC AMDT 05/2022

VFR flights without ATC clearance are permitted in
the area covered by the chart.

See EHGG AD 2.22 and the information given on
the relevant instrument approach chart.
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1. Detailed information concerning ATS routes and WPTs
see ENR 3, 4 and 6.

2. When TOLKO approach is used, expect DCT TOLKO.

3. COMMUNICATION FAILURE:

GG521
GG522

524702.4N 0061524.0E
522253.7N 0061506.4E

AVERAGE VAR 2° E (2020)
DISTANCES IN NM
ALTITUDES IN FEET
DIRECTIONS ARE MAGNETIC

RNAV 1 requiredRNAV 1 required

DME SPL 23.1 NM
VOR SPL RADIAL 304.223.1 SPL R-304.2

C
H

A
N

G
E

: D
es

ig
na

to
r;

 e
di

to
ria

l.


