
30
N

M

10 N
M

HILVERSUM

1200

1200

1200
1200

1200

1200

1200

EHP26A
EHP26

EHP25

EHR55A

EHR55B

EHR56

SCHIPHOL CTR
1700

SCHIPHOL TMA 5
FL 060

SCHIPHOL TMA 1
2000

SCHIPHOL TMA 2
TRL

SCHIPHOL
TMA 3
3000

SCHIPHOL TMA 4
TRL

SCHIPHOL
TMA 6
TRL

587

436

361

479

377

683

512

1234
410

377

380

505

388

446

486

522

320

522

469

469

394

400

495

443

331

502

479

489

410

407

451

348

499

571
643

571571604

571
571

571

738

738

738

567

417

709

502

738

SPIJKERBOOR / SPY
/ CH80 X(113.300)

523225.0N 0045113.6E
0

/ PAMPAMPUS
(117.800) / CH125X

522005.1N 0050531.9E

SCHIPHOL / SPL
X/ CH21108.400

521955.7N 0044459.6E
0

0

0

0NM

KM

2 1

5 10

2 4 6 8

2015

10

5

SCALE 1 : 500 000

AIP NETHERLANDS 13 JUN 2024

AIRAC AMDT 06/2024

AD ELEV -11

NOTES:

TRANSTION LEVEL BY ATC
TRANSITION ALTITUDE 3000 AMSL

121.500

APP 119.055

121.205

TWR
118.105
119.230

135.110

118.405
126.680

118.280

DIRECTIONS ARE MAGNETIC
DISTANCES IN NM
ALTITUDES IN FEET AMSL

AMSTERDAM/Schiphol
ATC SURVEILLANCE MINIMUM ALTITUDE CHART

AD 2.EHAM-SMAC

Schiphol Approach / Departure

Schiphol Arrival

Schiphol  Tower Primary

General Emergency

ATIS 132.980 Arrival Information
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1. This chart may only be used for cross-checking of altitudes, assigned while the aircraft is identified by the responsible ATC unit.

5. In case of a communication failure, execute the COM failure procedure of the last assigned approach.

Final approach vectoring area (FAVA)

2. Aeronautical data and minimum vectoring altitudes are provided only within the relevant CTR and TMA.

4. A descent clearance to the FAVA will only be issued when the aircraft is established on the ILS final approach track, or on an intercept of 30 degrees or less.

Minimum vectoring altitude sector (MVA)
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AVERAGE VAR 2° E (2020)
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3. Temperature correction CTR : at or below -15°C the MVA should read 1800 FT, at or below -20°C the MVA should read 1900 FT AMSL.


